
 

 

 

We operate a policy of continuous improvement and we reserve the right to alter products and specifications to reflect this without prior notice.  Any information given 
either verbally or in writing is approximate only and given in good faith and does not constitute terms or part of any contract.  We do not accept liability for variance 
including direct, indirect or consequential loss.  The customer is deemed to have determined the suitability of the product for the use intended and assumes all associated 
risks and liabilities in connection with specifying, using or being unable to use any of the products. 

Finished weight ASTM D-3776 60g/m2 ( 5g) 65g/m2 

Thickness ASTM D-1777 100mic ( 0.05mm) 90mic 

Stretch 
ASTM D 2594 
(4.54kgf/101lbf) 

1.0 %( 1%) 

1.0 %( 1%) 

Warp: 0.4% 
Weft: 1.2% 

Elongation at break ISO 13934.1-2013 
> 10 % 
> 10 % 

Warp: 21% 
Weft: 19% 

Breaking strength ISO 13934.1-2013 
> 100 N 
> 50 N 

Warp: 250 N 
Weft: 113 N 

Tearing strength ISO 13937.2-2000 
> 5 N 
> 5 N 

Warp: 5 N 
Weft: 5 N 

Bursting strength ASTM D3787-2007 (2011) > 150 N 291 N 

Opacity FZ/T62025-2015 100 % 100 % 


